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VANS  GYPSUM  PVT.  LTD.  -  COMPANY  PROFILE  

VANS Gypsum Pvt. Ltd. is a manufacturer of a unique range of Glass Reinforced Gypsum (GRG) False ceilings and Wall plaster. The company originated as 

a manufacturing unit in United Kingdom with over 40 years of experience in the industry and a presence in over 30 countries across the globe. Since 2010,  

VANS Gypsum Pvt. Ltd. has brought this range of unique product to India the first time. We are headquartered in Chennai with branch offices in Bangalore 

and Mumbai and distribution networks in Pune, Andhra Pradesh and Kerala. We have plans for rapid expansion across the country. Our ISO certified 

manufacturing plant, located at Kapoli, Pune has a production capacity of up to 5 million square feet per month. 

Each of our products has been subjected to rigorous testing at the Department of Earth Sciences, IIT Mumbai by Dr. T. N. Singh and his team. The results of 

these tests have proven our products to be among the most Energy efficient, Longest lasting and Eco-friendly False ceiling solutions available today. At 

VANS Gypsum we firmly believe in consistently delivering on our value propositions of Value & Aesthetics, Customers & Employees experience. 

We deliver Value and Aesthetics that last forever through products that are: 

Long Lasting: Our tiles have a water resistance rating of RH 96% and do not retain absorbed moisture. They are strong enough to support the weight of 

electrical fixtures. VANS Gypsum products come with an unparalleled warranty against sagging and have been designed to last the lifetime of your building 

Energy Efficient:  A high light reflectance (93%) and thermal conductivity (0.45 W/mK) result in energy savings on lighting and air conditioning from 

anywhere between 27% to 32%.. 

Noise Reduction: Our tiles have an industry leading acoustic performance of up to NRC 0.76 and STC 38 db. Our Acoustic tiles have significantly higher 

ratings (NRC up to 0.90) 

Great Aesthetics: Our wide range of hand crafted gypsum ceiling tiles and Gypsum boards will add a whole new dimension to your ceilings. The high light 

reflectance of our tiles will enable you to make optimal use of daylight, hence contributing to an aesthetically appealing environment.  

 



Our products create an indoor environment that enhances Customers & Employees experience as well as a Safe, Healthy & Happy space through: 

High Safety:  Manufactured from 100% pure Gypsum, our products are completely non-carcinogenic and do not emit harmful substances that compromise 

indoor air quality. This is the same Gypsum that has been used for centuries in Ayurvedha and Naturopathy. With Vans Gypsum ceilings you can be assured 

of a safe, healthy work environment. 

Great Indoor Air Quality: Our products are water resistant and thus naturally fungus and bacteria free. Additionally, they do not shed particles that add to 

indoor air pollution. You can rest assured that the air you breathe is pure. 

Noise-free, Bright, Comfortable: The high light reflectance of our tiles and gypsum boards allows for architectural designs that make optimal use of natural 

light. This along with our exceptional acoustic properties makes for an unparalleled work environment. 

  

In addition to our unwavering focus on delivering value to our customers we place an equal emphasis on the preservation of our natural environment. Each of 

our products is manufactured from Pure Virgin Gypsum with Glass-fibre Reinforcement and is 100% recyclable. We also follow a strict code of sustainable 

practices during our manufacturing process in our plant at Kapoli, Pune, thus further minimising our impact on the environment. Each time you choose any 

VANS Gypsum product you can be assured that you have chosen one of the most eco-friendly and hygienic products available in todayôs market. 

 

Peter Raj Kapoor 

VANS Gypsum Pvt.Ltd. 





VANS GYPSUM PVT. LTD. ï A UNIQUE VALUE PROPOSITION  

VANS Gypsumôs range of Glass Reinforced Gypsum (GRG) False ceilings are manufactured from only 100% pure natural gypsum, thus making 

each product an embodiment of all the inherent benefits of this age-old ómiracle mineralô. This unique yet simple technology is applied to each handmade 

product resulting in a range that provides an unparalleled indoor environment. VANS Gypsumôs products are not only hygienic enough for a hospital but also 

aesthetically appealing enough for the plushest corporate office. 

Tested to international standards at IIT, Mumbai, each of our products have the following attributes: 

 

 
 

 

ã  WATER RESISTANT 

¶ Does not retain absorbed water, sag, crack or 

stain under normal humidity conditions 

 

 

 

ã POINT LOADING 

 

¶ 7 ï 12 kg for all tiles 

 

 
 

 

ã FIRE RESISTANT 

¶ Non-combustible  

¶ Prevents fire from spreading to surrounding 

areas 

 

 

 

ã IMAPCT RESISTANCE 

 

¶ High resistance to surface impact 

 

 
 

 

ã ACOUSTICS 

 

¶ NRC up to 0.76 (up to 0.90 for Acoustic tiles) 

 

 

 

ã PAINTABLE 

 

¶ Can be painted in any desired colour 

 

 
 

 

ã LIGHT REFLECTANCE  

 

¶ Up to 93% 

¶ Up to 87% for unfinished boards 

 

 

 

ã WASHABLE 

 

¶ Water resistant and easily washable 

 

 

 

ã THERMAL CONDUCTIVITY 

¶ 0.45 W/mK 

 

 

 

ã NO HAZARDOUS EMISSION 

¶ NIL  



WHY  CHOOSE  VANS  GYPSUM  FALSE  Glass Reinforcement Gypsum (GRG) CEILINGS  AND  DRYWALL  PARTITIONS?  

I) FALSE CEILING TILE COMPARASION  CHART:  

Characteristics 
Calcium 

Silicate Ceilings 

Mineral Fibre  

Ceilings 

Other Gypsum 

Ceilings 

VANS Gypsum 

Ceilings 

Humidity Resistance RH 100 

Ranges between RH 90 and 

RH 100 and come with a 10 

-15 yr guarantee. 

These tiles, however, do 

absorb water when in direct 

contact with it. 

Max. Value of RH 100 

RH 90 

 

Reliable as the product is 

Gypsum 

RH 96 

 

Tiles do not retain absorbed 

moisture 

 

30 year anti-sag warranty 

Fire Resistance 
Class 0/ class1 

under BS 476 

part VI & VII  

Class 0/ class1 

under BS 476 

part VI & VII  

Class 0/ class1 

under BS 476 

part VI & VII  

Class 0/ class1 

under BS 476 

part VI & VII  

 

LightResistance 

 

> 85% 

 

> 85% 

 

> 75% 

 

Ò93% 

Sound 

Absorption(NRC) 
0.10 to 0.75 

depending on product 

0.10 to 0.75 

depending on product 

0.10 to 0.75 

depending on 

product 

0.76 

Up to 0.90 for Acoustic Range 

 

Sound Attenuation 
32 Db 34 dB 28 dB 38 Db 

 

(contôd........) 



Characteristics 

 

Calcium 

Silicate Ceilings 

Mineral Fibre  

Ceilings 

Other Gypsum 

Ceilings 
VANS Gypsum Ceilings 

 

Thermal 

Conductivity  

 

0.043 w/mC 

 

0.057/w/mC 

 

0.16/w/mC 

 

0.45 w/mK 

Size 
600 mm X 600 mm 

X 15 mm  

600 mm X 600 mm 

X 12 / 15 / 19  mm 

600mm X 600mm 

X 9 / 12 mm 

 

600mm X 600mm X  

(7 / 8  / 9 / 11 / 12 / 15 / 20 / 24 / 29 

/ 34) mm 

 

Edge 

 

Square and Tegular 

 

Square and Tegular 

 

Only Square 

 

Square and Tegular 

Weight 5-5.5 Kg/m
2
 3.8 Kg/m

2
 12.5 Kg/m

2
 

 

2.20 ï 2.50  Kg / tile (7 ï 9 mm) 

2.50 - 2.80 Kg/tile (12 mm) 

2.50  - 3.00 Kg/tile (20mm) 

3.30  - 4.00 Kg/tile (29 mm) 

5.40  Kg/tile(34mm) 

 

 



VANS Gypsum GRG False Ceiling - Products and  Specifications 

CLASSIC 
Length * Breadth 

mm 

Diagonal  

Mm 

Thickness  

  mm 

Weight  

Kg / tile 
Grid Table Size 

E701 & E702 
 

595*595  
 

 
838*838  

 
7 2.2 

15mm and 24mm 

 (T-Grid)  

E801 & E802 594 * 594 836*836  8.5 2.3 
15mm and 24mm 

(T-Grid)  

E901 & E902 595*595  840*840 9 2.5 
15mm and 24mm 

(T-Grid)  

PRODUCT SPECIFICATIONS 
XXX mm x XXX mm x Xmm thick Water Resistant + 

Fire Resistant Glass Reinforced Gypsum (GRG) 

Square Edge False Ceiling Tiles. Products are 

manufactured by VANS Gypsum Pvt. Ltd., from pure 

natural Gypsum, are non-paper faced and do not 

contain mineral fibre or any other constituents. Products 

have Humidity Resistance of RH 96 as per ASTM 

C1396 and do not disintegrate, swell or crack upon 

prolonged direct contact with water and do not support the 

growth of fungus, mould or bacteria. Products have Noise 

Reduction Coefficient ranging between 0.50 and 0.76 

as per BS2750 and Fire Resistance as per BS 476 

standards. Products are non-carcinogenic and do not pose 

any other health hazards to installers or building 

occupants. Products are 100% recyclable to enable 

efficient construction waste management. 

 

 

 



 

ELEGANT  
Length * Breadth mm 

Diagonal  

Mm 

 

Thickness  

  mm 

 

Weight  

Kg / tile 
Grid Table Size 

Outer Inner  Outer Inner  

V206 590*590 574*574 830*830 808*808 12 2.8 24 mm (T-Grid)  

PRODUCT SPECIFICATIONS 
 

590mm x 590mm x 12mm thick Water Resistant + Fire 

Resistant Glass Reinforced Gypsum (GRG) Tegular Edge 

False Ceiling Tiles. Products are manufactured by VANS 

Gypsum Pvt. Ltd., from pure natural Gypsum, are non-

paper faced and do not contain mineral fibre or any other 

constituents. Products have Humidity Resistance of RH 96 as 

per ASTM C1396 and do not disintegrate, swell or crack upon 

prolonged direct contact with water and do not support the 

growth of fungus, mould or bacteria. Products have Noise 

Reduction Coefficient ranging between 0.50 and 0.76 as per 

BS2750 and Fire Resistance as per BS 476 standards. 

Products are non-carcinogenic and do not pose any other health 

hazards to installers or building occupants. Products are 100% 

recyclable to enable efficient construction waste management.  

 

 



ELEGANT  
Length * Breadth mm 

Diagonal  

Mm 

 

Thickness  

  mm 

 

Weight  

Kg / tile 
Grid Table Size 

Outer Inner  Outer Inner  

V306 590*590 574*574 830*830 808*808 12 2.8 24 mm (TïGrid)  

PRODUCT SPECIFICATIONS 
 

590mm x 590mm x 12mm thick Water Resistant + Fire 

Resistant Glass Reinforced Gypsum (GRG) Tegular Edge 

False Ceiling Tiles. Products are manufactured by VANS 

Gypsum Pvt. Ltd., from pure natural Gypsum, are non-

paper faced and do not contain mineral fibre or any other 

constituents. Products have Humidity Resistance of RH 96 as 

per ASTM C1396 and do not disintegrate, swell or crack upon 

prolonged direct contact with water and do not support the 

growth of fungus, mould or bacteria. Products have Noise 

Reduction Coefficient ranging between 0.50 and 0.76 as per 

BS2750 and Fire Resistance as per BS 476 standards. 

Products are non-carcinogenic and do not pose any other health 

hazards to installers or building occupants. Products are 100% 

recyclable to enable efficient construction waste management  

 

 

 



ELEGANT  
Length * Breadth mm 

Diagonal  

Mm 

 

Thickness  

  mm 

 

Weight  

Kg / tile Grid Tab le Size 

Outer Inner  Outer Inner  Outer Inner  

M106 595*595 578*578 840*840 828*828 11 5 3.30 
15mm (Silhouette-

Grid)  

M406 590*590 570*570 835*835 794*794 20 11 2.70 24mm (T-Grid)  

PRODUCT SPECIFICATIONS 
595mm x 595mm x 11mm thick Water Resistant + Fire 

Resistant Glass Reinforced Gypsum (GRG) Tegular Edge 

False Ceiling Tiles. Products are manufactured by VANS 

Gypsum Pvt. Ltd., from pure natural Gypsum, are non-

paper faced and do not contain mineral fibre or any other 

constituents. Products have Humidity Resistance of RH 96 as 

per ASTM C1396 and do not disintegrate, swell or crack upon 

prolonged direct contact with water and do not support the 

growth of fungus, mould or bacteria. Products have Noise 

Reduction Coefficient ranging between 0.50 and 0.76 as per 

BS2750 and Fire Resistance as per BS 476 standards. 

Products are non-carcinogenic and do not pose any other health 

hazards to installers or building occupants. Products are 100% 

recyclable to enable efficient construction waste management  

 

 



ELEGANT  
Length * Breadth mm 

Diagonal  

Mm 

 

Thickness  

  mm 

 

Weight  

Kg / tile Grid Tab le Size 

Outer Inner  Outer Inner  Outer Inner  

M206 593*593 583*583 833*833 821*821 20 5 3.1 
15 mm(Silhouette 

Grid)  

M216 594*594 583*583 833*833 821*821 20 5 2.8 
15mm(Silhouette 

Grid)  

PRODUCT SPECIFICATIONS 
593mm x 593mm x 20mm thick Water Resistant + Fire 

Resistant Glass Reinforced Gypsum (GRG) Tegular Edge 

False Ceiling Tiles. Products are manufactured by VANS 

Gypsum Pvt. Ltd., from pure natural Gypsum, are non-

paper faced and do not contain mineral fibre or any other 

constituents. Products have Humidity Resistance of RH 96 as 

per ASTM C1396 and do not disintegrate, swell or crack upon 

prolonged direct contact with water and do not support the 

growth of fungus, mould or bacteria. Products have Noise 

Reduction Coefficient ranging between 0.50 and 0.76 as per 

BS2750 and Fire Resistance as per BS 476 standards. 

Products are non-carcinogenic and do not pose any other health 

hazards to installers or building occupants. Products are 100% 

recyclable to enable efficient construction waste management 

 
 

 



ELEGANT  
Length * Breadth mm 

Diagonal  

Mm 

Thickness 

  mm 

 

Weight  

Kg / tile 
Grid Tab le Size 

Outer Inner  Outer Inner  Outer Inner  

M156 592*592 576*576 835*835 805*805 20 6 3.00 

15mm(Silhouette 

Gri d) 

24mm(T-Grid)  

PRODUCT SPECIFICATIONS 
592mm x 592mm x 20mm thick Water Resistant + Fire 

Resistant Glass Reinforced Gypsum (GRG) Tegular Edge 

False Ceiling Tiles. Products are manufactured by VANS 

Gypsum Pvt. Ltd., from pure natural Gypsum, are non-

paper faced and do not contain mineral fibre or any other 

constituents. Products have Humidity Resistance of RH 96 as 

per ASTM C1396 and do not disintegrate, swell or crack upon 

prolonged direct contact with water and do not support the 

growth of fungus, mould or bacteria. Products have Noise 

Reduction Coefficient ranging between 0.50 and 0.76 as per 

BS2750 and Fire Resistance as per BS 476 standards. 

Products are non-carcinogenic and do not pose any other health 

hazards to installers or building occupants. Products are 100% 

recyclable to enable efficient construction waste management 
 

 

 

 



 

SELECTS 
Length * Breadth mm 

Diagonal  

Mm 

 

Thickness  

  mm 

 

Weight  

Kg / tile Grid Tab le Size 

Outer Inner  Outer Inner  Outer Inner  

G306 590*590 570*570 830*830 805*805 20 5 3.1 24mm (T-Grid)  

G316 594*594 574*574 835*835 802*802 20 8 3.20 24mm (T-Grid)  

PRODUCT SPECIFICATIONS 
590mm x 590mm x 20mm thick Water Resistant + Fire 

Resistant Glass Reinforced Gypsum (GRG) Tegular Edge 

False Ceiling Tiles. Products are manufactured by VANS 

Gypsum Pvt. Ltd., from pure natural Gypsum, are non-

paper faced and do not contain mineral fibre or any other 

constituents. Products have Humidity Resistance of RH 96 as 

per ASTM C1396 and do not disintegrate, swell or crack upon 

prolonged direct contact with water and do not support the 

growth of fungus, mould or bacteria. Products have Noise 

Reduction Coefficient ranging between 0.50 and 0.76 as per 

BS2750 and Fire Resistance as per BS 476 standards. 

Products are non-carcinogenic and do not pose any other health 

hazards to installers or building occupants. Products are 100% 

recyclable to enable efficient construction waste management  

 



 

SELECTS 
Length * Breadth mm 

Diagonal  

Mm 

 

Thickness  

  mm 

 

Weight  

Kg / tile Grid Tab le Size 

Outer Inner  Outer Inner  Outer Inner  

F216 & F226 590*590 570*570 834*834 805*805 19 9 2.50 24mm (T- Grid)  

PRODUCT SPECIFICATIONS 
590mm x 590mm x 19mm thick Water Resistant + Fire 

Resistant Glass Reinforced Gypsum (GRG) Tegular Edge 

False Ceiling Tiles. Products are manufactured by VANS 

Gypsum Pvt. Ltd., from pure natural Gypsum, are non-

paper faced and do not contain mineral fibre or any other 

constituents. Products have Humidity Resistance of RH 96 as 

per ASTM C1396 and do not disintegrate, swell or crack upon 

prolonged direct contact with water and do not support the 

growth of fungus, mould or bacteria. Products have Noise 

Reduction Coefficient ranging between 0.50 and 0.76 as per 

BS2750 and Fire Resistance as per BS 476 standards. 

Products are non-carcinogenic and do not pose any other health 

hazards to installers or building occupants. Products are 100% 

recyclable to enable efficient construction waste management  

 



 

OPEN CELL  
Length * Breadth mm 

Diagonal  mm 

 

Thickness mm 

 

Weight  

Kg / tile 
Grid Tab le Size 

Outer Inner  

T956 594*594 575*575 829*829 24 3.10 24mm (T- Grid)  

G956 595*595 575*575 837*837 34 4.40 24mm (T- Grid)  

PRODUCT SPECIFICATIONS 

 
594mm x 594mm x 24mm (T956) & 595mm x 595mm 

x34mm(G956)Water Resistant + Fire Resistant Glass 

Reinforced Gypsum (GRG) Tegular Edge False Ceiling 

Tiles. Tiles. Products are manufactured by VANS Gypsum 

Pvt. Ltd., from pure natural Gypsum, are non-paper faced 

and do not contain mineral fibre or any other constituents. 

Products have Humidity Resistance of RH 96 as per ASTM 

C1396 and do not disintegrate, swell or crack upon prolonged 

direct contact with water and do not support the growth of 

fungus, mould or bacteria. Products have Noise Reduction 

Coefficient ranging between 0.70 and 0.90 as per BS2750 

and Fire Resistance as per BS 476 standards. Products are 

non-carcinogenic and do not pose any other health hazards to 

installers or building occupants. Products are 100% recyclable 

to enable efficient construction waste management. 
 

 



 

OPEN CELL  
Length * Breadth mm 

Diagonal  mm 

 

Thickness mm 

 

Weight  

Kg / tile 
Grid Tab le Size 

Outer Inner  

G906 (open) 595*595 574*574 837*837 29 3.30 24mm (T- Grid)  

G906 (closed) 596*596 575*575 839*839 29 5.40 24mm (T- Grid)  

PRODUCT SPECIFICATIONS 
595mm x 595mm x 29mm thick Water Resistant + Fire 

Resistant Glass Reinforced Gypsum (GRG) Tegular Edge 

False Ceiling Tiles. Tiles. Products are manufactured by 

VANS Gypsum Pvt. Ltd., from pure natural Gypsum, are 

non-paper faced and do not contain mineral fibre or any other 

constituents. Products have Humidity Resistance of RH 96 as 

per ASTM C1396 and do not disintegrate, swell or crack upon 

prolonged direct contact with water and do not support the 

growth of fungus, mould or bacteria. Products have Noise 

Reduction Coefficient ranging between 0.70 and 0.90 as per 

BS2750 and Fire Resistance as per BS 476 standards. 

Products are non-carcinogenic and do not pose any other health 

hazards to installers or building occupants. Products are 100% 

recyclable to enable efficient construction waste management. 
 

 



 

ACOUSTIC 
Length * Breadth mm 

Diagonal  

Mm 

 

Thickness  

  mm 

 

Weight  

Kg / tile 
Grid Table Size 

Outer Inner  Outer Inner  

A256 585*585 572*572 825*825 810*810 12 2.5 24mm (T-Grid)  

PRODUCT SPECIFICATIONS 
 

585mm x 585mm x 12mm thick Water Resistant + Fire 

Resistant Glass Reinforced Gypsum (GRG) Tegular Edge 

ACOUSTIC False Ceiling Tiles. Products are manufactured 

by VANS Gypsum Pvt. Ltd., from pure natural Gypsum, 

are non-paper faced and do not contain mineral fibre or any 

other constituents. Products have Humidity Resistance of RH 

96 as per ASTM C1396 and do not disintegrate, swell or crack 

upon prolonged direct contact with water and do not support the 

growth of fungus, mould or bacteria. Products have Noise 

Reduction Coefficient ranging between 0.70 and 0.90 as per 

BS2750 and Fire Resistance as per BS 476 standards. 

Products are non-carcinogenic and do not pose any other health 

hazards to installers or building occupants. Products are 100% 

recyclable to enable efficient construction waste management 
 

 

 



 

Product Category 

 

Dimension (mm) 

 

Edge Detail Grid Table Size Wt / Tile  

CONCEALED  

C 106 

 

 

600 x 600 x 20 

 

 

Concealed 24 mm (Concealed Grid) 3.10 kg 

PRODUCT SPECIFICATIONS 
 

600mm x 600mm x 20mm thick Water Resistant + Fire 

Resistant Glass Reinforced Gypsum (GRG) CONCEALED 

Edge False Ceiling Tiles. Products are manufactured by 

VANS Gypsum Pvt. Ltd., from pure natural Gypsum, are 

non-paper faced and do not contain mineral fibre or any other 

constituents. Products have Humidity Resistance of RH 96 as 

per ASTM C1396 and do not disintegrate, swell or crack upon 

prolonged direct contact with water and do not support the 

growth of fungus, mould or bacteria. Products have Noise 

Reduction Coefficient ranging between 0.50 and 0.76 as per 

BS2750 and Fire Resistance as per BS 476 standards. 

Products are non-carcinogenic and do not pose any other health 

hazards to installers or building occupants. Products are 100% 

recyclable to enable efficient construction waste management. 

  

 



 

 

Product Category 

 

Dimension (mm) 

 

Edge Detail Grid Table Size Wt / Tile  

SIGNATURE 

Series 

DOME FD 006 

 

 

600 x 600 x 

x 34 (Tegular depth) 

 

 

Tegular 24 mm (T- Grid)  5.25 kg 

PRODUCT SPECIFICATIONS 
 

600mm x 600mm x 34mm thick Water Resistant + Fire 

Resistant Glass Reinforced Gypsum (GRG) Tegular Edge 

False Ceiling Tiles. Products are manufactured by VANS 

Gypsum Pvt. Ltd., from pure natural Gypsum, are non-

paper faced and do not contain mineral fibre or any other 

constituents. Products have Humidity Resistance of RH 96 as 

per ASTM C1396 and do not disintegrate, swell or crack upon 

prolonged direct contact with water and do not support the 

growth of fungus, mould or bacteria. Products have Noise 

Reduction Coefficient ranging between 0.50 and 0.76 as per 

BS2750 and Fire Resistance as per BS 476 standards. 

Products are non-carcinogenic and do not pose any other health 

hazards to installers or building occupants. Products are 100% 

recyclable to enable efficient construction waste management. 
 



 

VANS Gypsum Pvt. Ltd. GRG False Ceilings - Installation Specifications 

The following simple procedure is to be followed for the installation of a VANS Gypsum Grid false ceiling. 

 

Material Required:  

 

1. VANS Gypsum GRG ceiling tiles 

2. Wall angles 

3. Main óTô sections 

4. Cross óTô sections 

5. Rawl plugs 

6. Soffit Cleat 

7. Levelling Clips 

 

 
 

 

Procedure: 

 

1. Wall angles are fixed to the perimeter of the wall at the ceiling 

height 

2. Rawl Plug with soffit cleat is fixed in the soffit 

3. Main óTô sections are suspended from the soffit cleat with help 
of levelling clips 

4. Cross óTô sections are fixed with the Main óTô sections 

5. Completed framework with óTô section, ready for laying ceiling 
tiles 

6. VANS Gypsum ceiling tiles are laid in the grid 

 

 

 



 

 

I.  Installation Specifications for 7 / 8 / 9   mm thick Square Edge Tiles 15 / 24mm T ï Grid  
 

Supply and fixing of 600mm x 600mm c/c  Grid Ceiling System, manufactured using powder coated Steel Section with pre-coated (exposed surface only). 

Main Tee of size 15 / 24mm x 38mm x 0.30mm at every 1200 mm c/c and Cross Tee of size 15 / 24mm x  25mm x 0.30mm at every 600 mm c/c and Sub-

cross Tee of 15 / 24mm x 25mm x 0.30mm at every 1200 mm c/c and Wall Angles of 24mm x 24mm x 0.40mm fixed to the periphery of the wall and the 

above grid is suspended from the soffit with the help of Soffit Cleat , Rawl Plug and GI wire rod of 2/3 mm dia with galvanized Spring level clips at 1200mm 

centres. Then VANS Gypsum GRG  WaterResistant + Fire Resistant False ceiling tiles are placed in the grid of 600mm * 600mm c/c. 

 

 

 

II. Installation Specifications for 12mm - 20mm thick Tegular Edge Tiles on15mm shilhouette- Grid  24mm T ï Grid  
 

Supply and fixing of 600mm x 600mm c/c  Grid Ceiling System, manufactured using powder coated Steel Section with pre-coated (exposed surface only). 

Main Tee of size 24mm x 38mm x 0.30mm at every 1200 mm c/c and Cross Tee of size 24mm x  25mm x 0.30mm at every 600 mm c/c and Sub-cross Tee of 

24mm x 25mm x 0.30mm at every 1200 mm c/c and Wall Angles of 24mm x 24mm x 0.40mm fixed to the periphery of the wall and the above grid is 

suspended from the soffit with the help of Soffit Cleat , Rawl Plug and GI wire rod of 2/3 mm dia with galvanized Spring level clips at 1200mm centres. Then 

VANS Gypsum GRG  WaterResistant + Fire Resistant False ceiling tilesare placed in the grid of 600mm * 600mm c/c. 

 

 

III. Installation Specifications for 24mm, 29mm, 34mm thick Tegular Edge Tiles (Open Cell, Closed Cell, Dome 

Tiles) on 24mm T ï Grid  
 

Supply and fixing of 600mm x 600mm Grid Ceiling System, manufactured using powder coated Steel Section with pre-coated (exposed surface only). Main 

Tee of size 24mm x 38mm x 0.30mm at every 1200 mm c/c and Cross Tee of size 24mm x 25mm x 0.30mm at every 600 mm c/c and Sub-cross Tee of 24mm 

x 25mm x  0.30mm at every 600 mm c/c and Wall Angles of 24mm x 24mm x 0.40mm fixed to the periphery of the wall and the above grid is suspended 

from the soffit with the help of Soffit Cleat , Rawl Plug and GI wire rod of 2 / 3 mm dia with galvanized Spring level clips at 600mm centres. Then VANS 



Gypsum GRG  WaterResistant + Fire Resistant False ceiling tiles are placed in the grid of 600mm * 600mm c/c. 

 



 



 


